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CONNECT TO EXISTING 8”0 Cl ; 
MAIN WITH DRESSER COUPLINGS 
SLEEVE (TYP. OF 2) ^ 





(1) 8”X8”X8” TEE 
(3) 8” GATE VALVE 


PLAN 2 - OAKLEDGE STREET 


SCALE: 1"=20' 


NOTES 


1. Contractor shall assume that water, 

sewer, and gas services are located 

within the same trench unless 
otherwise noted. 

2. Sidewalks on Oakledge Street are 

constructed of asphalt except at the 
intersection with Bow Street where 

the sidewalks and aprons are 

concrete. 

3. Work hours on Park Avenue Extension 

will be limited from 9 AM to 3 PM 
unless otherwise approved by the 
Engineering Division and/or the 

Arlington Police Department. 
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NOTES 


1. Contractor shall assume that water, 
sewer, and gas services are located 
within the same trench unless 
otherwise noted. 

2. Segments of existing water main and 
sewer main in Newland Road are 
located within the same trench. 

3. Sidewalks on Newland Road are 
constructed of concrete. 

4. Work hours on Newland Road will be 
limited from 9 AM to 2 PM when 
school is in session unless otherwise 
approved by the Engineering Division 
and/or the Arlington Police 
Department. 
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NOTES 



1. Contractor shall assunne that water, 
sewer, and gas services are located 
within the same trench unless 
otherwise noted. 

2. Segments of existing water main and 
sewer main in Newland Raad are 
located within the same trench. 

3. Sidewalks on Newland Road are 
constructed of concrete. 

4. Work hours on Newland Road will be 
limited from 9 AM to 2 PM when 
school is in session unless otherwise 
approved by the Engineering Division 
and/or the Arlington Police 
Department. 

5. Work hours on Summer Street will be 
limited from 9 AM to 3 PM unless 
otherwise approved by the Engineering 
Division and/or the Arlington Police 
Department. 
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(1) 8”X8”X8” TEE 
(3) 8” GATE VALVE 


REMOVE AND DISPOSE OF 8”0 
TRANSITE (AC) WATER MAIN 


INSTALL 8”0 CLDI PIPE AND 
APPURTENANOES. 
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CONNEOT TO EXISTING 8”0 Cl 
•MAIN WITH DRESSER COUPLING 
(TYP. OF 2) 


REMOVE AND DISPOSE OF EXISTING 
6”0 Cl PIPE AND APPURTENANCES. 

INSTALL 8”0 CLDI PIPE AND 
APPURTENANCES IN SAME TRENCH. 



PLAN 5 - BLOSSOM STREET 


is 


SCALE: 1"=20' 


1. Existing water main an Blossam 

Street is transite (asbestos cement) 
between Park Avenue Extension and 
Newland Road. Contractor shall 
remove and dispose of AC pipe in 
compliance with Massachusetts 

Department of Environmental 

Protection regulations. 

2. Contractor shall assume that water, 
sewer, and gas services are located 
within the same trench unless 
otherwise noted. 

3. Segments of existing water main and, 
sewer main in Blossom Street are 
located within the same trench. 

4. Sidewalks on Blossom Street are 
constructed of concrete. 

5. Work hours on Blossom Street will be 
limited from 9 AM to 2 PM when 
school is in session unless otherwise 
approved by the Engineering Division 
and/or the Arlington Police 
Department. 

6. Work hours on Park Avenue Extension 
will be limited from 9 AM to 3 PM 
unless otherwise approved by the 
Engineering Division and/or the 
Arlington Police Department. 
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PLAN 6A - BRATTLE STREET 


SCALE: 1"=20' 



TEST PIT (APPROX. 
7’L X 5’W X 6’D) 


REMOVE AND DISPOSE OF 
EXISTING 6”0 Cl PIPE AND 
APPURTENANCES. INSTALL 
8”0 CLDI PIPE AND 
APPURTENANCES IN SAME 
TRENCH. 


UTILITY POLE HOLD - SEE 
NOTE 5 (TYP. OF 2). 



REMOVE AND DISPOSE OF EXISTING 
HYDRANT ASSEMBLY. 
INSTALL NEW HYDRANT ASSEMBLY: 
6”0 CLDI HYDRANT BRANCH 
(1) HYDRANT 
(1) 6” GATE VALVE 
(1) 8”X8”X6” TEE 




PLAN 6B - BLOSSOM STREET 


SCALE: 1"=20' 


NOTES 


1. Contractor shall assume that water, 
sewer, and gas services are located 
within the same trench unless 
otherwise noted. 

2. Segments of existing water main, 
sewer main, and drain main in Brattle 
Street are located within the same 
trench. 

3. Brattle Street is a Private Way and 
does not have sidewalks. 

4. Work hours on Summer Street will be 

limited from 9 AM to 3 PM unless 

otherwise approved by the Engineering 
Division and/or the Arlington Police 
Department. 

5. The existing and proposed water 

mains on Brattle Street are in close 
proximity to the utility poles located 
between the intersection of Brattle 
Street/Hemlock Street and #149 

Brattle Street. As such it is 
anticipated that up to six (6) utility 
pole holds will be required to safely 
complete the water main installation 
along this section of road. The 

Contractor shall contact the utility 
pole owner (Verizon) to coordinate 
work around these utility poles, 

including scheduling of any necessary 
utility pole holds. 
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REMOVE AND DISPOSE OF 
EXISTING 8”0 TRANSITE 
(AC) PIPE AND 
■APPURTENANCES. INSTALL 
8”0 CLDI PIPE AND 
APPURTENANCES IN SAME 


REMOVE AND DISPOSE OF EXISTING 
HYDRANT ASSEMBLY. 

INSTALL NEW HYDRANT ASSEMBLY: 
6”0 CLDI HYDRANT BRANCH 

(1) 6” GATE VALVE 
0) 8”X8”X6” TEE 



REMOVE AND DISPOSE OF EXISTING 6”0 
Cl PIPE AND APPURTENANCES. 

INSTALL 8”0 CLDI PIPE AND 
APPURTENANCES IN SAME TRENCH. 


REMOVE AND DISPOSE OF EXISTING 
8”0 TRANSITE (AC) PIPE AND 
APPURTENANCES. INSTALL 8”0 CLDI 
PIPE AND APPURTENANCES IN SAME 
TRENCH EXCEPT WHERE OTHERWISE 
INDICATED BY THE DRAWING. 
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(1) 8”X8”X8” TEE 

(2) 8” GATE VALVE 

(1) 8” DRESSER COUPLING 
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|ifj L.VE!? .VIANHOLL 


^HOLL 
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WAT"'^ \' 
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\ EXISTING 6 ’'e Cl 







WATER VAIN 











REMOVE AND DISPOSE OF EXISTING 
8”0 TRANSITE (AC) PIPE AND 
APPURTENANCES. INSTALL 8”0 CLDI 
PIPE AND APPURTENANCES IN SAME 
TRENCH EXCEPT WHERE OTHERWISE 
INDICATED BY THE DRAWING. 


(1) 8” GATE VALVE 
(1) 8” DRESSER COUPLING 



(1) 8”X8”X8” TEE 

(2) 8” GATE VALVE 

(1) 8” DRESSER COUPLING 


REMOVE AND RESET EXISTING 
HYDRANT WITH NEW 
HYDRANT ASSEMBLY: 

■6”0 CLDI HYDRANT BRANCH 
(1) 6” GATE VALVE 
(1) 8”X8”X6” TEE 


PLAN 7 - BRATTLE STREET 


SCALE: 1"=20' 


NOTES 


1. Contractor shall assume that water, 
sewer, and gas services are located 
within the same trench unless 
otherwise noted. 

2. Segments of existing water main, 
sewer main, and drain main in Brattle 
Street and Woodside Lane are located 
within the same trench. 

3. Contractor shall assumed that sewer 
services on Woodside Lane are 
transite (AC) pipe unless otherwise 
noted. 

4. Brattle Street and Millett Street are 


Private 

sidewalks. 

Ways and do 

not 

have 

5. Woadside 

Lane does 

not 

have 

sidewalks. 
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NOTES 


1. Temporary bypass water service shall 
be provided to #918 Massachusetts 
Avenue during construction. It shall 
be assumed that this address will 
require a new 1” copper service 
(~15—LF) and curb stop upon the 
new water main being placed into 
service. 

2. The proposed water main shall be 
disinfected and dechlorinated upon 
completion of the installation. Water 
samples must be collected and 
passing results received on two 
consecutive days prior to the new 
section of water main being placed in 
service. 

3. All trenches/excavations and the PRV 
vault shall be backfilled with 
controlled density fill (flow fill) up 
unless otherwise noted or approved 
by the Engineering Division. 

4. A minimum of 6—inches of 
bituminous concrete, applied in at 
least two lifts, shall be provided on 
all trenches. Trenches shall be paved 
daily and na road plates shall be 
used without prior approval of the 
Arlington Engineering Division or 
Arlington Police Department. 

5. Best efforts shall be made to avoid 
impacts to traffic signals, traffic 
signal loops, and associated 
equipment during construction. 

6. Work hours shall be 9 AM to 3 PM 
unless otherwise approved by the 
Engineering Division and/or the 
Arlington Police Department. 



Town of 

ARLINGTON 

- Engineering Division 

51 Grove Street 
Arlington, MA 02476 


2019 WATER DISTRIBUTION 
SYSTEM IMPROVEMENTS 


MASS. AVE AT HIGHLAND 
AVE. PRV 


BID #20-38 


Drawn By: 

wcc 

Scale: 

O 

CN 

II 


8 of 9 


SEPTEMBER 2020 


























GENERAL NOTES: 

1. PLANS WERE DEVELOPED USING AVAILABLE AERIAL IMAGERY, EXISTING PLANS, AND ON-SITE OBSERVATIONS. A SURVEY OF THE PROJEGT AREA WAS NOT CONDUOTED. THE LOGATIONS OF THE FEATURES SHOWN ARE APPROXIMATE. IT SHALL BE 
THE RESPONSIBILITY OF THE OONTRAOTOR TO DETERMINE THE LOGATIONS OF ANY EXISTING UTILITIES AND/OR FEATURES NOT SHOWN ON THE PLANS. THE GONTRAGTOR SHALL NOTIFY THE TOWN OF ARLINGTON ENGINEERING DIVISION AND/OR 
THE WATER AND SEWER DIVISION OF ALL DISOREPANOIES IDENTIFIED IN THE FIELD. 

2. ALL ON-SITE DRAINAGE GATGH BASINS SHALL BE EQUIPPED WITH AN INLET PROTEGTION DEVIGE DURING ALL GONSTRUGTION ACTIVITIES. ANY SEDIMENT THAT ENTERS THE TOWN’S STORMWATER SYSTEM AS A RESULT OF THIS WORK SHALL BE 
REMOVED BY THE CONTRACTOR AT THEIR EXPENSE. 

3. STREETS SHALL BE SWEPT AND CLEANED OF SEDIMENT AND DEBRIS AT THE END OF EACH WORK DAY. 

4. ANY AREA DISTURBED BY THE CONTRACTOR OUTSIDE THE LIMITS OF WORK SHALL BE RESTORED TO ORIGINAL CONDITION AT NOT COST TO THE OWNER. 

5. THE CONTRACTOR MUST NOTIFY ALL UTILITIES PRIOR TO PERFORMING ANY EXCAVATION WORK. THE TOWN OF ARLINGTON IS NOT A MEMBER OF ’’DIG-SAFE” AND MUST BE NOTIFIED DIRECTLY AT LEAST 72-HOURS PRIOR TO ANY EXCAVATION 

AT 781-316-3310 OR 781-316-3301. 

6. THE LOCATION, NUMBER, AND TYPE OF PROPOSED FITTINGS SHOWN ON THESE PLANS ARE INTENDED FOR ILLUSTRATIVE PURPOSED ONLY. FIELD CONDITIONS WILL DICTATE THE LOCATION, NUMBER, AND TYPE OF FITTINGS REQUIRED. ALL 
INSTALLATION SHALL BE TO THE FULL SATISFACTION OF THE TOWN OF ARLINGTON. 

7. THE OONTRAOTOR SHALL ANTICIPATE THAT TRENCH ROCK/LEDGE WILL BE PRESENT BELOW AND TO THE SIDES OF THE EXISTING WATER MAIN TRENCHES. ADDITIONAL TRENOH ROCK/LEDGE SHALL BE REMOVED TO THE EXTENTS APPROVED BY 

THE ENGINEERING DIVISION TO PROVIDE PROPER BURY DEPTH OF THE PROPOSED OLDI WATER MAIN. OARE SHALL BE TAKEN NOT TO DISRUPT NEARBY UTILITIES DURING THE REMOVAL OF TRENOH ROOK/LEDGE. 

8. THE CONTRACTOR SHALL ASSUME THAT THE EXISTING WATER, SEWER, AND NATURAL GAS HOUSE SERVICES ARE LOCATED WITHIN THE SAME TRENCH. THE CONTRACTOR SHALL ASSUME THAT ALL SEWER SERVICE LATERALS ARE 4-6” CLAY PIPE 

UNLESS OTHERWISE NOTED ON THE PLANS. 

9. THE LOOATION OF THE PROPOSED WATER SERVICE PIPES ARE NOT SHOWN ON THESE PLANS. THE LOCATION OF THE NEW f COPPER SERVlOE PIPES SHALL BE FIELD DETERMINED AND LAID OUT TO THE SATISFACTION AND APPROVAL OF THE 
TOWN OF ARLINGTON. 

10. TRENOHES SHALL BE BAOKFILLED WITH SUITABLE MATERIAL AND COMPACTED IN LAYERS NOT OVER 6” DEEP USING MECHANICAL COMPACTORS OR JET-RODDING. BACKFILL MATERIALS SHALL BE COMPACTED TO A 95% MAXIMUM DRY DENSITY 
AS DETERMINED BY AASHTO STANDARD TEST T99 METHOD C. 



THRUST BLOCK (TYP) 


UNDISTURBED EARTH 


NOTE: 

1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 
SPECIFICATIONS. 


A 


RLINGTON 

/ / Kl\<. /*/t 


TYPICAL ANCHOR 
TEE INSTALLATION 


OCT. 2014 


NOT TO SCALE 


W-0007 


REVISION 

© 




12 ’ 


PROFILE 


NOTES: 

1. ADDITIONAL RAMPS TO BE INSTALLED AS DIRECTED BY THE 
ENGINEER. 

2. FLASHING BARRIERS ARE REQUIRED ON STREET SIDE OF ALL RAMPS. 
ADDITIONAL BARRIERS TO BE SUPPLIED AS REQUIRED BY THE 
ENGINEER. 

3. RAMP SECTIONS SHALL BE FASTENED TOGETHER TO PROVIDE 
STABILITY. 
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RLINGTON 

- {■ nil 


WATER MAIN BYPASS 
TEMPORARY PEDESTRIAN RAMP 


NOT TO SCALE 


REVISION 
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W-0013 





NOTE: 

1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 
SPECIFICATIONS. 
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TYPICAL CUT & REMOVE 
EXISTING CONNECTION OVER 2" 


OCT. 2014 


NOT TO SCALE 


W-0009 


REVISION 

© 



NOTE: 

1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 
SPECIFICATIONS. 
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OCT. 2014 


ilRLINGtON 

TYPICAL FIRE HYDRANT INSTALLATION 

NOT TO SCALE 

W-0008 

REVISION 



© 




NOTES: 

1. INSTALL COLD PATCH MIX AS INDICATED AT EACH CLAMPED 
JOINT. 


A 


OCT. 2014 
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WATER MAIN BYPASS 

NOT TO SCALE 

W-0012 

TEMPORARY PIPE PROTECTION 

REVISION 
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WATER GATE FRAME AND COVER (SEE W-2.4.4) 
TOP COURSE 


BINDER COURSE 


SET CAST IRON FRAME 
IN CONCRETE FOUNDATION 

STANDARD ROADWAY TELESCOPING 
ACCESS BOX 

PLACE MASONRY BLOCK 
FOUNDATION UNDER 
ACCESS PIPE 


U I U-U I u 



i£ : 


C = 


NEW D.I.C.L. PIPE 



RESILIENT 
SEATED 
GATE VALVE 
OPEN-RIGHT 


NEW D.I.C.L. PIPE 


NOTE: 

1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 
SPECIFICATIONS. 
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OCT. 2014 


/iRLINGtON 

- /• nil i\ii>s 

TYPICAL WATER CONNECTION 

NOT TO SCALE 

W-0001 

FOR 3/4" SERVICE 

REVISION 

© 


NOTE: 

1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 
SPECIFICATIONS. 
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OCT. 2014 


/I Town of 

TYPICAL CATE 

NOT TO SCALE 


/IRLINGTON 

VALVE INSTALLATION ON 


W-0004 

- ^■■\^4l\^^:Rl\l, nil /s/»*-v 

EXISTINC MAIN 
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PLAN VIEWS 


NOTE: 

1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER 
REGULATIONS & SPECIFICATIONS. 

2. SPECIFIC THRUST BLOCK DESIGN SHALL CONFORM TO AWWA GUIDELINES. 

3. PLACE 4 mil. POLYETHYLENE BETWEEN CONCRETE AND FITTING (CONCRETE SHALL NOT 
INTERFERE WITH JOINT). 

4. MINIMUM CONCRETE THICKNESS SHALL BE 12 INCHES. 

5. THRUST BLOCK ORIENTATION SHALL BE SUCH THAT THE CENTER OF THE FITTING 
CORRESPONDS WITH THE CENTER OF THE THRUST BLOCK. 

6. THE MINIMUM ALLOWABLE ANGLE (EITHER VERTICAL OR HORIZONTAL) SHALL BE 45 DEGREES. 
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RLINGTON 


TYPICAL THRUST 
BLOCK DETAIL 


OCT. 2014 


NOT TO SCALE 


W-0005 


REVISION 

© 



NOTE: 5'-0" MIN. COVER 


NOTE: 

1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 
SPECIFICATIONS. 

2. TOWN OF ARLINGTON MAY REQUIRE FLOWABLE FILL AT ITS DISCRETION. 

3. FOR LOCATIONS WHERE LEDGE IS NOT ENCOUNTERED IN TRENCH, PIPE SHALL BE LAID ON SAND 
BEDDING CONSISTENT WITH AWWA GUIDELINES. 

4. FOR LOCATIONS WHERE LEDGE IS ENCOUNTERED, SAND BEDDING SHALL BE MINIMUM OF 12" THICK 
UNDER PIPE. 

5. FILL MATERIAL SHALL BE COMPACTED TO 95% PROCTOR DENSITY. 
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TYPICAL WATER MAIN 
TRENCH DETAIL 


NOT TO SCALE 


REVISION 

© 


W-0006 



2019 WATER DISTRIBUTION 
SYSTEM IMPROVEMENTS 


GENERAL NOTES AND 
STANDARD CONSTRUCTION 
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